MATERIAL AND FINISH

Housing: PBT, UL-94V-0 rated

Pins: Brass, Nickel plated 13.6 16.7
Earth terminal: SPCC, Tin plated 9.4
Shunt terminals: Brass, Tin plated ) 3X a1 -98_0_04
2 7 3 K
MECHANICAL SPECIFICATIONS: x ] \/_ i~
Insertion force: 7.2kg max. f
Withdrawal force: 1.2kg min. ‘
Life test: 5000 min.insertion / extraction cycles 3.0 8.4 12.2 - 12.7
Soldering heat: Terminal for PCB £ {
Temperature: Withstand 260°C + 1°C for 5 sec. + 1.0 sec. f \,.,,/\,. """"" !
Pull test: 11kg pull max. applied to each pin. \_
Solder joining the pin should not loosen for 10 sec. \__/ \__/ 7 '\_/ '\_/ l
ELECTRICAL SPECIFICATIONS: - f
Rating: 8A max. @ 20V DC — 4.0 = 508 1~
4A max. @ 36V AC @ 30°C max. :
Insulation resistance: 1000 Mohm min. at 500VDC 13.0—
Insulation resistance: (Between any open terminal)
100 Mohm min. at 100V or 250V at 90 - 95% relative
humidity at 40°C
Dielectric withstanding voltage: 500VAC for one minute 4.0
Contact resistance: 1.0x1.7 “ "
Before any test: TYP.\\|:I
Pin to terminals: 30 mohms max. 2 ‘%‘ f
Plug to pin: 50 mohms max. 165
After performance life test: :
Pin to terminals: 30 mohms max. 3X 1.5
. 5.08
Plug to pin: 100 mohms max. 1 (SHIELD)
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